
PFAS Monitoring and Follow-Up Actions Under Chapter 246-290 WAC

Monitor one sample every 

three years.

PFAS sample before 

12/31/2025.

Does the result 

include detections?

No Yes

Result has at least 

one detection.

Is the highest 

detected result in 

the last year… 

All results are non-

detect.

Monitoring 

frequency is one 

sample every three 

years. (Unless waiver 

applied at later 

date.)

≤20% of SAL
>20% but 

<80% of SAL
≥80% of SAL

One additional quarterly 

sample required following 

first detection.

Is the result of the second 

sample also ≤20% of SAL?

Yes No Yes No

Two additional quarterly 

samples required following 

first detection.

Three additional quarterly 

samples required following 

first detection.

Is the result of the most 

recent quarterly sample 

also <80% of SAL?

Have you completed two 

additional quarters 

following initial detection, 

for a total of three 

consecutive quarters?

Yes No

Monitor annually as 

scheduled.

Continue quarterly 

monitoring.

Monitoring may be 

reduced to one sample 

every three years after 

three consecutive years 

<80% of SAL.

A

Continue monitoring 

quarterly (unless otherwise 

directed by the 

department).

This flow chart is meant to 

clarify monitoring 

requirements in WAC 246-

290. Purveyors should 

follow WAC 246-290 and 

any requirements on their 

Water Quality Monitoring 

Schedule (WQMS). For 

further clarification, 

contact your Regional 

Office Staff.

> SAL

• Public notification.

• Investigate the cause.

• Take action as directed.
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When you receive new 

monitoring results,

return to 

A

Non-detect results path.

Results with detections path.

Additional actions when SAL exceeded.

Key

If future detections…

Community water systems 

must include detected 

results on their consumer 

confidence report.

https://www.doh.wa.gov/CommunityandEnvironment/DrinkingWater/OfficesandStaff

